3451-1110 3451.-15

Compact and lightweight for perfect portability

The 3451 is a basic insulation resistance meter satisfying the
terminal voltage characteristics laid down by the German VDE-
0413* standard.

*This standard is not supported by Models 3451-14 & 3451-15.
®Luminous scales for ease of use in dark conditions

®Live line check function

®Low battery check function

®Discharge function for removing charge applied by testing
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345115 Common SPECIFICATIONS

1000VDC " Disetiurge function effective
2".Mﬂ Power supply : REP(AA) X4

indication azm 152w x95H>¢47D mm, 420 g

‘Model | 3451.14 345142 3451.13 3451.14

Testing voltage 125V DC 250 V. DC 500V DC 500 V DC

Rated resistance 20 MO 50 MQ) 100 MQ 1000 MQ

First effective +5 % of scale +35 % of scale +5 9% of scale | =5 % of scale

measurement range and |indication at 0.02 M} | indication at 0.05 M(1 | indication at 0.1 MQ) | indication at | MQ

tolerances to 10 MQ) to 20 M) | to 50 MQ) to 500 M) 1o llll Mﬂ
Second effective +10 % of scale | £10 % of scale | =10 % of scale | =210 % of scale

measurement range and | indication at more than | indication at more than | indication at more than | indication at more than

tolerances 10 MO to 20 MQ | 20 M) to 50 M | 50 MQ to 100 Mﬂ | 500 MO 1o 1000 MO

Excepting 1st and 2nd ]

e e N % | 0.7 % of scale length | 0.7 % of scale length | 0.7 % of seale length

infinity indication

0.7 % of scale length

0.7 % of scale length

_ installation category 1
Shorting measurement | > mAmax. | 12mAmax. | 1.2mAmax. | O6mAmax. | 0.6mAmax,

Scale center indication 0.5 MQ 1 MQ 2MQ 20 MQ 50 MQ OPTIONS

AC voltage scale and | £5 % fs.at 010250V | £5% f5.at 010300V | £5 % £s.at 010500V | E5% fs.at 010500V | T5% Fis.at 010500V It S A
alenaices (50/60 Hz) (50/60 Hz) (50/60 Hz) (50/60 Hz) (50/60 Hz) B | CARTHPROBE
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*Note: Non-CE mark product

: email@songameng.com



